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2000 series

2000 series from 14" to 4”

Brass ball valves, full flow, for water, steam, air, vacuum, oils,
non corrosive fluids in general.

Technical specifications:

- Nominal pressure: from PN 16 to PN 40 (see diagram)

- Temperature limit: -20°C/+150 °C

- Threads according to standard ISO 7/1
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DN A B c Y v ) ) sw) v ) (1) Body in stamped brass CW617N
114" 10 40,5 95 44 22 19 11 o
@lttmg in stamped brass CW617N
3/8" 10 40,5 95 49 24,5 21 11,4
@ Ball in chrome plated brass CW614N
172" 14 43 95 62 31 25 15
3/4" 19 53 115 70 35 31 16,3 @ Ball seat in PTFE
1 2 57 |[ 115 || 84 42 || 39 | 191 (5) Flat seal in PTFE (VN2000)
1.1/4" 30 72,5 155 98 49 48 21,4
(6) Stem seal in PTFE (V2000 - VN2000 stem extension)
1.4/2" 38 78,5 155 106 53 55 21,4
fi i W614N (V2000 - VN2 i
on 47 94 175 126 63 67 257 @ Stuffing nut in brass CW6 (V2000 000 stem extension)
2.1/2" 62 11,5 || 215 152 76 86 30,1 (8) Stem in brass CW614N
3" 76 136,5 232 176 88 100 33,3 @Nut in brass CW614N
4" 98 1555 || 232 222 111 162 39,3
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KPa  bar FLOW RATE PRESSURE DIAGRAM
2000 5 114" 3/8" 12" 314" 1" 14t 12 2" 2-1/2" DROP CURVES
hard 2000 3 DN KV cv PORT
1000 1/4" 5.1 6 10
10
o 8 / 3/8" 55 6.5 10
%
a 6 @ 172" 154 | 182 14
w
x 4 3/4" 24,7 29,1 19
x , )
2 | . /) /)
%] / / 1" 43,6 51,4 24
i
o 2 1.1/4" 658 | 77,6 30
1.1/2" 131 154,5 38
100 KV
0o 2 171 | 201,7 47
0.8
2.1/2" 330 | 3892 62
0.6
/ / / / 3" 513 605 76
0.4
03 4" 853 1006 98
Kv= Capacity in m/h at pressure drop of 1
0.2 Cv= Capacity in United States gallons
per minute at pressure drop of 1 PSI.
10 _| 0.1
- N s e g ¥ 88 283 5 28 g g2 5
FLOW (WATER) ri’/h © = s % = %8 s

Y valcontrol

229962916 [ | 212749980
geral@valcontrol.pt

Bar

VE2000-DEZ19




