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ARI-DP32 / DP33 / DP34 / DP34T / DP34Tri / DP35
Pneumatic actuator ARI-DP

Pneumatic actuator ARI-DP

Features: 
Compact design
Actuator with rolling diaphragm
Actuator mountable in any position
Travel up to 65 mm
DP32-34: Direct or reverse acting
Burnished stem protected by bellow
Max. air supply pressure 6 bar
High spring thrust
Maintenance-free O-ring sealing with flexible guiding
Assembly of additional devices acc. to 
DIN IEC 60534‑6
Operative ambient temperatures -10°C up to 
+100°C (DP32-34 optional: -50°C up to +100°C)
Favourable size / performance ratio

•
•
•
•
•
•
•
•
•
•

•

•

DP-Actuator 
Extended stem on air failure

DP-Actuator 
Retracted stem on air failure

Data sheet 000003 englisch (english)
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ARI-DP32 / DP33 / DP34
Actuators thrust

DP32  
250 cm2 

Spring range Air supply 
pressure min. Thrust Spring 

qty.

Travel 20 mm Travel 30 mm
Dead 

volume
Travel- 
volume

Dead 
volume

Travel- 
volume

(bar) (bar) (N) (pcs.) (l) (l) (l) (l)

Spring closes on air failure  
(stem extending by spring)

0,2 - 1,0 1,2 490 4 0,5 0,5 0,5 0,7
0,4 - 1,2 1,4 980 4 0,6 0,5 0,7 0,7
0,8 - 2,4 2,7 1960 8 0,6 0,5 0,7 0,7
1,5 - 2,9 3,2 3675 6 0,5 0,5 -- --
2,0 - 3,8 4,1 4900 8 0,7 0,5 -- --

Spring opens on air failure  
(stem retracting by spring)

0,2 - 1,0

1,2 490 4 0,5 0,5 0,5 0,7
1,4 980 4 0,5 0,5 0,5 0,7
2 2450 4 0,5 0,5 0,5 0,7
3 4900 4 0,5 0,5 0,5 0,7
4 7350 4 0,5 0,5 0,5 0,7
5 9800 4 0,5 0,5 0,5 0,7
6 12250 4 0,5 0,5 0,5 0,7

DP33  
400 cm2

Spring range Air supply 
pressure min. Thrust Spring 

qty.

Travel 20 mm Travel 30 mm
Dead 

volume
Travel- 
volume

Dead 
volume

Travel- 
volume

(bar) (bar) (N) (pcs.) (l) (l) (l) (l)

 Spring closes on air failure 
(stem extending by spring)

0,2 - 1,0 1,2 780 4 0,9 0,8 0,9 1,2
0,4 -1,2 1,4 1560 4 1,1 0,8 1,2 1,2
0,8 - 2,4 2,7 3120 8 1,1 0,8 1,2 1,2
1,5 - 3,0 3,3 5850 6 -- -- 1,0 1,2
1,7 - 2,7 3,1 6630 6 1,2 0,8 -- --
2,0 - 4,0 4,5 7800 8 -- -- 1,0 1,2
2,3 - 3,7 4 8970 8 1,2 0,8 -- --

 Spring opens on air failure 
(stem retracting by spring)

0,2 - 1,0

1,2 d) 780 4 0,9 0,8 0,9 1,2
1,4 d) 1560 4 0,9 0,8 0,9 1,2
2 d) 3900 4 0,9 0,8 0,9 1,2
3 d) 7800 4 0,9 0,8 0,9 1,2
4 11700 4 0,9 0,8 0,9 1,2
5 15600 4 0,9 0,8 0,9 1,2
6 19500 4 0,9 0,8 0,9 1,2

DP34  
800 cm2

Spring range Air supply 
pressure min. Thrust Spring 

qty.

Travel 30 mm Travel 50 mm Travel 65 mm
Dead 

volume 
Travel 

volume
Dead 

volume
Travel- 
volume

Dead 
volume

Travel- 
volume

Dead 
volume

Travel- 
volume

(bar) (bar) (N) (pcs.) (l) (l) (l) (l) (l) (l)

Spring closes on air failure 
(stem extending by spring)

0,2 - 1,0 1,2 1570 4 1,4 2,4 1,6 3,9 1,8 5,1
0,4 -1,2 1,4 3140 4 2,0 2,4 2,7 3,9 3,1 5,1
0,8 - 2,4 2,7 6280 8 2,0 2,4 2,7 3,9 -- --
1,0 - 2,0 2,4 7850 4 -- -- -- -- 1,7 5,1
1,5 - 3,0 3,3 11775 6 -- -- 3,0 3,9 -- --
2,0 - 4,0 4,5 15700 8 -- -- 3,0 3,9 1,7 5,1
2,1 - 3,0 3,3 16485 6 4,5 2,4 -- -- -- --
2,4 - 3,6 4 18840 8 3,7 2,4 -- -- -- --

 Spring opens on air failure  
(stem retracting by spring)

0,2 - 1,0

1,2 1570 4 1,4 2,4 1,6 3,9 1,8 5,1
1,4 3140 4 1,4 2,4 1,6 3,9 1,8 5,1
2 7850 4 1,4 2,4 1,6 3,9 1,8 5,1
3 15700 4 1,4 2,4 1,6 3,9 1,8 5,1
4 23550 4 1,4 2,4 1,6 3,9 1,8 5,1
5 31400 4 1,4 2,4 1,6 3,9 1,8 5,1
6 39250 4 1,4 2,4 1,6 3,9 1,8 5,1

Air supply pressure max. to actuator:      �6 bar           Restriction:      d) 3,5 bar 

When using accessories, the corresponding air consumption has to be observed.
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ARI-DP32 / DP33 / DP34
Dimensions and weights

DP32 / DP33 DP34

Type of actuator
DP32 

2-column mounting
DP33

2-column mounting
DP34

2-column mounting
Ø A (mm) 250 300 405

H1 * (mm) 292 312 323 337 334 354 365 380 394 416 441 456 468 486 506 456 486 506 538 548

L1 * (mm) 168 188 199 213 168 188 199 213 228 188 213 228 240 258 278 228 258 278 310 320

A1 (mm) 100 100 100 150

Ø D2 (mm) 22 22 22 30

M1 (mm) M16 M16 M16

L2 (mm) 14 14 14 (19)

L3 (mm) 30 30 30 (45)

Ø D3 (mm) 16 16 16

M2 (mm) M10  /  M12  /  M14x1,5  /  M16  /  M16x1,5 M10 / M12 / M14x1,5 / M16 / 
M16x1,5 M16 / M20

E max.  
(Screw-in depth) (mm) 22     /  21     /  21       /  19     /  20 28 36

G (inch) 1/4“ 1/4“ 3/8“

Weight (kg) 9 15 45
* �The construction heights H1 of the actuator units vary due to the different lengths of the distance columns L1, which results from the excess length of the stem (83 mm, 98 

mm, 130 mm), and the different spring ranges (bench settings) of the actuator units.
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ARI-DP32 / DP33 / DP34
Accessories

Top mounted handwheel (refer to page 18)

3/2-way solenoid valves  
directly controlled with manual operating device
(Air is vented in the rest position  
(incl. standard female connector) 

Throttling valves 
(Increases operation time in ‘open’ and ‘closed’ direction)

Check valve with throttling function 
(Increases operation time in ‘open’ or ‘closed’ direction)
   

1

2

Lock-up valve 
(Holds the air in the actuator in the event of air 
failure)  

Air set including gauge 
(Reduces air pressure and removes dust and 
water droplets) 

Limit switch  
(to denote end of travel)
electrical (mechanical) 
opener / shutter

Limit switch 
(to denote end of travel)
inductive  (contactless) 
opener / shutter 

Proximity sensors 
(to denote end of travel in housing)

Position indicator 
(analogue feedback of valve position in housing)

Pneumatic and electropneumatic positioner 
with column design
(allocation of valve control and control signal) 

Electropneumatic positioner with direct 
mounting (DP32/DP33)
(allocation of valve control and control signal) 
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ARI-DP34T
Actuators thrust

DP34T  
(2x800) 1600 cm2 

Spring 
range

Air supply 
pressure min. Thrust Spring 

qty.

Travel 30 mm Travel 50 mm Travel 65 mm

Dead volume Travel 
volume Dead volume Travel 

volume Dead volume Travel 
volume

(bar) (bar) (N) (pcs.) (l) (l) (l) (l) (l) (l)

Spring closes on air failure 
(stem extending by spring)

0,2 - 1,0 1,5 3140 8 2,9 4,7 3,2 7,9 3,6 10,2

0,4 -1,2 1,7 6280 8 4,1 4,7 5,4 7,9 6,2 10,2

0,8 - 2,4 2,9 12560 16 4,1 4,7 5,4 7,9 -- --

1,0 - 2,0 2,5 15700 8 -- -- -- -- 3,4 10,2

1,5 - 3,0 3,5 23550 12 -- 6,0 7,9 -- --

2,0 - 4,0 4,5 31400 16 -- -- 6,0 7,9 3,4 10,2

2,1 - 3,0 3,5 32970 12 9,1 4,7 -- -- -- --

2,4 - 3,6 4,1 37680 16 7,5 4,7 -- -- -- --

Spring opens on air failure 
(stem retracting by spring)

0,2 - 1,0

1,5 7850 8 5,2 2,4 7,1 3,9 8,7 5,1

2 15700 8 5,2 2,4 7,1 3,9 8,7 5,1

3 31400 8 5,2 2,4 7,1 3,9 8,7 5,1

4 47100 8 5,2 2,4 7,1 3,9 8,7 5,1

5 62800 8 5,2 2,4 7,1 3,9 8,7 5,1

6 1) 78500 8 5,2 2,4 7,1 3,9 8,7 5,1

Air supply pressure max. to actuator:      �6 bar 

1)  strengthened design 

When using accessories, the corresponding air consumption has to be observed.
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ARI-DP34T 
Dimensions and weights

Type of actuator
DP34T

4-column mounting
Ø A (mm) 405

H1 * (mm) 678 708 728 760 770

L1 * (mm) 228 258 278 310 320

A1 (mm) 150

Ø D2 (mm) 30

M1 (mm) M16

L2 (mm) 14 (19)

L3 (mm) 30 (45)

Ø D3 (mm) 16

M2 (mm) M16  /  M20
E max.  
(Screw-in depth) (mm) 36

G (inch) 3/8“

Weight (kg) 116
* �The construction heights H1 of the actuator units vary due to the different lengths of the distance columns L1, which results from the excess length of the stem (83 mm, 98 

mm, 130 mm), and the different spring ranges (bench settings) of the actuator units.
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Top mounted handwheel (refer to page 18)

3/2-way solenoid valves  
directly controlled with manual operating device
(Air is vented in the rest position  
(incl. standard female connector) 

Throttling valves 
(Increases operation time in ‘open’ or ‘closed’ direction)

Check valve with throttling function 
(Increases operation time in ‘open’ or ‘closed’ direction)
   

1

2

Lock-up valve 
(Holds the air in the actuator in the event of air failure) 

Air set including gauge 
(Reduces air pressure and removes dust and water droplets) 

Limit switch  
(to denote end of travel)
electrical (mechanical) 
opener / shutter

Limit switch 
(to denote end of travel)
inductive  (contactless) 
opener / shutter 

Proximity sensors 
(to denote end of travel in housing)

Position indicator 
(analogue feedback of valve position in housing)

Pneumatic and electropneumatic positioner with column design
(allocation of valve control and control signal) 

ARI-DP34T 
Accessories
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